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1.0 PURPOSE: 
 

This guideline is for applying various styles of “RIVNUTS” on sheet metal parts designed for Transport 
Refrigeration products. The primary purpose is to achieve the same threaded interface and reliability while using 
a variety of RIVNUT styles requiring different metal preparation. 
 

2.0 SCOPE: 
 

RIVNUTS applied within this Engineering Requirement are generally specified on Interface Control Drawings, 
(see Design and Drafting Standards 12.111).  To ensure the same end item, it is the function of this Engineering 
Requirement to facilitate controlling the application of numerous styles of RIVNUTS per Figure 1 below, and also 
to describe the product definition (i.e. Engineering drawing structure) and process requirements (i.e. local plant 
MRP structure) to facilitate understanding the impact of a “Make or Buy” decision (see Figure. 2). 
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FIGURE 1 

 
 

 
FIGURE 2 

77-Kit-00
or

79-Sub-00
or

86-Weld-00
ETO & NAO

67-ICD
(INTERFACE

CONTROL
DWG)

MAKE
or

BUY

BUY

MAKE

PRODUCT
DEFINITION

PRODUCT
DEFINITION

PROCESS
REQUIREMENTS

PROCESS
REQUIREMENTS

Manufacturing Engineering
• Determines tooling options for rivnut(s) as
  directed by 67-ICD & 57-xx
• Structures rivnut(s) and paint in MRP, as
  directed by 67-ICD & 57-xx
• Structures raw material requirements in MRP
• Creates/Edits flat pattern for part with specific
  rivnut(s) hole preparation defined by 57-xx
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